


All round innovation
Rondò is a new vending machine for dispensing snacks, bottles, cans and Tetra-Pak containers and
offers an excellent capacity to size ratio and a very refined design, allowing easy positioning in a bank
of vending machines. A solution conceived for busy sites as customers can enjoy maximum visibility 
of the product displayed due to the large illuminated glass front.

INNOVATIONS
Rondò is equipped with a new slide-in/slide-out cooling unit, which is easy to remove, and is fitted with a
hot air outlet at the front (patented). The machine can therefore be positioned against a wall without
damaging the cooling unit and thus save 10 cm on the depth of the
machine. In addition, the unit needs limited maintenance, as the 
new ventilation grille is easy to remove and clean. 

The Rondò has an extremely sturdy
ergonomic product dispensing 
compartment (patented), an anti-
theft device and a slow motion
closing mechanism. An optional kit is available which will block the dispensing 
compartment when the vending machine is not being used. However, when 
a product is dispensed it will open for a programmable length of time to allow 
the item to be collected.

The tiltable trays, conceived for easy product loading, can be very simply 
transformed into fixed trays by inserting a small metal insert (patented) that
prevents tilting.

USER INTERFACE
Offering optimum product 
visibility for easy identification of the
items and simple selection, via the
12 button numeric keypad and

optional 5 direct selection button kit. The direct selection button
allows virtual selection (2 products with a single selection), and can be
assigned to one or more spirals. This ensures that the machine empties
evenly, the front of the machine always looks full and allows the promotion
of high consumption products.

• Blue alphanumeric display with 4 lines and 20 characters
• Sound signal at the end of the product dispensing sequence
• Ergonomic compartment which opens outward

to ensure easy access to the dispensed product - even with one hand.

TEMPERATURE
The temperature of the Rondò can be even 
(8-12°C), programmable as a single value 
via the software, or in stratified (5-8°C approximately in the
lower trays and 8-14°C in the upper trays), achieved by
closing the special shutters on the air duct
located on the back wall of the refrigerated box. 

ELECTRONIC CONTROL
The 16-bit electronic control with incorporated flash EPROM
is extremely flexible and complete as well as being 
compatible with the application for PC “Flash”, which 
allows the automatic setup and reading of statistics through
the Up-Key or a palmtop device with an RS232 connection
(also available in EVA-DTS format). With Flash it is also 
possible to have remote monitoring of the machine via GSM technology (setup, statistics, alarms).
In addition, Rondò can be banked alongside the Astro and the Oblò, using master or slave mode,
which allows both machines to share a single payment system, combined selections or a single
modem for GSM connections.

RONDÒ

Reduced maintenance due to the new 
slide-in/slide-out cooling unit with 

front ventilation

Ergonomic and anti-vandalism product 
dispensing compartment with optional blocking
device kit

Tempered double glazed door

Highly recyclable due to the new type 
of insulation used

Advanced 16-bit electronic control

Lock with programmable code

Designed to coordinate with the Astro
and the Oblò

Excellent capacity/size ratio

5 direct selection buttons and photocells

Slide-in/slide-out cooling unit

Front hot air outlet


